




Applications 
For high-volume users the Ricoh Pro™ V20000 series delivers 
exceptional quality for a wide range of applications.

Publishing
For the on-demand book and manuals sector, the Ricoh 
Pro™ V20000’s ability to operate with inline finishing makes 
it a highly productive tool that offers exceptional return on 
investment. And the print quality is excellent – crisp blacks, 
and rich halftones page after page.

Variable Page Length
As the book-on-demand business continues to grow, having 
the ability to print unlimited sequences of different book 
formats is becoming essential. The Ricoh Pro™ V20000 
family can be paired with the growing number of finishing 
equipment that can also support this important new feature.

Transactional and Direct Mail
High speed data streaming gets the volume out. Monochrome 
inkjet printing of preprinted shells can still give the lowest 
cost per page of many transactional applications - an ideal 
replacement for ageing, toner-based devices. 

Pharma leaflets
With the ability to print on light-weight certified pharma 
papers, the Ricoh Pro™ V20000 series provide the right 
platform to take advantage of the rapidly growing market for 
digitally printed pharmaceutical leaflets and onserts.

Duplex printing 
in a single tower

Great print quality

Piezo ink jet heads 
with aqueous 
pigmented ink
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Engine technology
	 Piezo Drop on Demand ink jet 

Printing speed
	 Up to 150m/min

Print resolution 
	 600 x 600dpi native (600 x 1200dpi max)

Printing
	 Print width up to 558mm  
	 2 up A4 
	 3 up 170mm x 240mm

Data stream support
	 PDF
	 Postscript™

	 IPDS/AFP

Media support
	 50–200 gsm
	 Uncoated, Inkjet treated

Engine dimensions
	 Print engine 1.93m x 2.22m (l x w)
	 18.9L ink supply unit
	 Power and ink cabinets plus web guide are separate units

Weight
	 Print engine 2000kg
	 Power cabinet: 500kg
	 Ink supply unit 160kg
	 Web treatment 250kg

Power
	 Compressed air – single drop at 8-10 bar, clean and dry
	 Extraction – single duct from print section

Environment
	 Optimal temperature range 21˚C +/- 1˚C (70˚F +/- 1˚F)
	 Optimal humidity 40–60%
	 Dust controlled environment preferred

Finishing
	 Specification

	 3rd party finishing devices I/F specification: Type 1A/+

	 Solutions
	 Multiple partners provide a variety of unwind, rewind, 

cut, fold, dynamic perforation, vision systems and inline 
processing, including a solution for books

Supplies
	 Aqueous Pigment 18.9 litres
	 Printhead flushing fluid
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About Ricoh
Ricoh is a global digital technology specialist with 30 years of developing, innovating and manufacturing office image equipment, 
production print solutions, document management systems and IT services. It is known for the quality of its technology, the 
exceptional standard of its customer service and sustainable initiatives that help businesses be more productive and profitable.
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